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390 Contact Glue 75ml

Use: For the flat glueing of paper, cardboard, wood, plastics, metal, glass, and more.

Application: Surfaces must be dry, clean, dust and grease free. Apply glue thinly and evenly to both surfaces. Remove excess and wait until glue loses it's milky appearance and turns transparent. Join and press the surfaces together (Subsequent correction may not be possible!). On absorbent surfaces like paper or cardboard apply glue to one surface only and there is no need to wait for the glue to turn transparent, bring the surfaces together immediately after glue application.

Drying time in normal climatic conditions: Depending on the amount of product used the glue should be highly adhesive 5-30 minutes after initial application. After 24 hours the bond will reach it's final strength.

Natural products can give off characteristic odours during application and drying.

Composition: Dammar, natural latex, water, casein, orange oil, borates, rosemary oil.

Please note that allergies to natural substances can be as common as allergies to synthetic substances.

Packaging: tin plate and polypropylene lid.

Attention, Safety: Application temperature should be at least 8°c. Avoid contact with skin and eyes. After use be sure to replace lid fully. Store in cool (but not freezing) and dry conditions out of reach of children.

Storage stability in unopened container approximately 1 year.

Dried residue can be composted or added to household waste.

Liquid residues waste code EAK 200112.
_1186405706

